


Attributes

• Always with drop-
forged parts of arms. 
Do the hammer test

• Jointed arm with round
steel link chain
(guaranteed for 10 years)

• Tilting jointed arm
awnings with lock to
prevent the awning
being lifted by the wind

• Closing cam ensures
proper closure, even
with unilateral load of
100 kg on one side.

• Stainless steel screws
and bolts

• 47 standard RAL colours
at no extra cost plus 
8 trendy conservatory
colours at minimal
additional cost

• About another 150
optional RAL colours

• Small parts powder
coated in façade quality

General information

10 YEARS 

GUARANTEE

on the steel

arm joint

Attributes of jointed arm awnings

Colours of sun protection units



Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: optional

heating and lighting

Optional Volant Plus valance 
(only Topas without cover)

• For additional sight and sun
protection

• Maximum size with Volant
Plus width 600 cm x projec-
tion 300 cm

Topas, Topas MiniMax and options

Width

Projection

Options

Assembly

Vat

Total

Topas without 
aluminium cover

Topas MiniMax Topas with aluminium cover

Topas and Topas MiniMax

Open awnings

Technical details
• Low installation height/

depth for Topas with and
without cover

• Gutter built into the front
section with controlled
drainage

• High level of tension in the
arm and fabric attaching
mechanism ensure taut
fabric

• Fitted with motor as
standard

Maximum size of Topas with
and without cover
• Width 1200 cm x projection

angle 400 cm (2-part unit)
• Linked units with jockey

cover or slide bearings

Topas MiniMax options
• Projection greater than

width for narrow balconies
• Maximum size of Topas

MiniMax width 500 cm x
projection angle 400 cm 
(1-part unit)

• Maximum height of valance
on Topas MiniMax 30 cm



Cap, Cap MiniMax and options

Width

Projection

Options

Assembly

Vat

Total

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: optional

heating and lighting

Optional Volant Plus valance
(not available for 
Cap MiniMax)

• For additional sight and sun
protection

• Maximum size with Volant
Plus: width 600 cm x
projection 300 cm

Technical details
• Low installation height/

depth
• Gutter built into the front

section with controlled
drainage

• Water drainage through
separate bottom profiles

• Fabric chafe protection
with slide section in the
front bottom profile

• Fabric fixers ensure the
fabric remains taut

• Contrasting cover plate,
headplate and section end
caps in 6 standard colours

• Fitted with motor as
standard

Maximum size Cap
• Width 1200 cm x projection

350 cm (2-part unit)
• Coupled units with jockey

cover

Cap MiniMax options
• Projection greater than

width for narrow balconies
• Width 400 cm x angled

projection 350 cm
• Maximum valance height

on Cap MiniMax 30 cm

Cap and Cap MiniMax

Semi-cassette awnings

Cap

Cap MiniMax Cap



Technical details
• Low installation height 

20.4 cm, installation depth
20.4 cm 

• Gutter built into the front
section with controlled
drainage

• The half-round top protects
the fabric from the effects
of the weather

• The large robust front rail
hides the awning’s mecha-
nism and gives the option
of when to use the valance

• Fabric chafe protection
with slide section in the
front bottom profile

• Fabric fixers ensure the
fabric remains taut

• Contrasting headplate and
section end caps in 
6 standard colours

• Fitted with motor as
standard

Maximum size of Semina
• Width 600 cm x angled

projection 350 cm 

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: optional

heating and lighting

Width

Projection

Options

Assembly

Vat

Total

Semina

Semina

Semina

Semina

Semi-cassette awning



Cassita and Cassita Lux

Cassette awnings

Cassita and Cassita Lux

Width

Projection

Options

Assembly

Vat

Total

Technical details
• The cassette awning: 

The “all-round protection”
for your awning fabric

• The angle is adjusted by
turning the cassette

• Extremely small installation
height (12 cm) and installa-
tion height

• Gutter built into the front
section with controlled
drainage

• The fabric support section
keeps the fabric taut and
ensures even rolling up

• Fabric chafe protection
with slide section in the
fabric support section

• Only two brackets required
for mounting

• Fitted with motor as
standard

Maximum size of Cassita
und Cassita Lux
• Width: 500 cm x projection

300 cm

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: heating

Cassita Lux

• The light bar is fitted
between the brackets and
fits harmoniously against
the wall

Safety tested by TÜV:
500 cm width 
and 300 cm angled 
projection Cassita

Cassita Lux



Width

Projection

Options

Assembly

Vat

Total

Laplana

Laplana

Cassette awning

Technical details
• The cassette awning fits

flush with the wall of the
house by using a wall
connection section

• Small installation height
(16.8 cm) and installation
depth

• Gutter built into the front
section with controlled
drainage

• Sealing lip in top section
prevents water from
entering

• High level of tension in the
arm and fabric attaching
mechanism ensure taut
fabric

• Fabric chafe protection
with slide section in the
fabric support section

• Contrasting headplate and
section end caps in 
6 standard colours

• Fitted with motor as
standard

Maximum size of Laplana
• Width: 600 cm x angled

projection 350 cm

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: optional

heating and lighting

Laplana

Laplana





I 2000, K 2000

Width

Projection

Options

Assembly

Vat

Total

Technical details
• Cassette awning: An intelli-

gent, practical modular
system 

• K 2000 with rear wall section
• Gutter built into the front

section with controlled
drainage

• Sealing lip in top section
prevents water from
entering

• High level of tension in the
arm and fabric attaching
mechanism ensure taut
fabric

• Awning fits flush against
the wall

• Maximum projection: 
400 cm

• Contrasting headplate and
section end caps in 
6 standard colours

• Fitted with motor as
standard

Maximum size I 2000 and 
K 2000
• Max. width 1200 cm x max.

angled projection 400 cm
(2-part unit)

• Linked units with jockey
cover or slide bearings

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: optional

heating and lighting

Optional Volant Plus valance

• For additional sight and sun
protection

• Maximum size with Volant
Plus width 600 cm x
projection 300 cm

I 2000 and K 2000

Cassette awnings

Safety tested by TÜV:
650 cm width 
and 350 cm angled
projection I 2000

K 2000



Opal Lux

Opal 2001

Opal 2001 and Opal Lux

Width

Projection

Options

Assembly

Vat

Total

Technical details
• Extruded cassette awnings
• Small installation height

(14.5 cm) and installation
depth

• Gutter built into the front
section with controlled
drainage

• Sealing lip in top section
prevents water from
entering

• Enforced closure of the
front rail by stop cam

• Optimum fabric gap due 
to the integrated support
section

• Fabric chafe protection
with slide section in the
support section

• High level of tension in the
arm and fabric attaching
mechanism ensure taut
fabric

• Contrasting headplate and
section end caps in 
6 standard colours

• Fitted with motor as 
standard

Maximum size Opal 2001
and Opal Lux
• Width 1200 cm x 

angled projection 400 cm 
(2-part unit)

• Coupled units with jockey
cover

Lighting on Opal Lux
• Integrated halogen lamps

with fitted transformer
• Integrated electronic

transformer set, output
matched to the number 
of lamps

• Individually adjustable lamps
• Optional remote light

dimmer

Choose from the following
options
• WeiTronic: see explanation

pages
• Accessories: Heating with

special take-up groove for
the Opal family

Opal 2001 and Opal Lux

Cassette awnings

Safety tested by TÜV:
650 cm width 
and 350 cm angled
projection



Width

Drop

Options

Fitting

Vat

Total

Cassette awnings

Opal Design

Opal Design Lux

Opal Design and Opal Design Lux

Technical details 
• Extruded cassette awnings
• Low overall height: 14,5
• Elegant front profile with

rain gutter for controlled
water disposal

• Sealing lip in the top pro-
file prevents water from
penetrating

• Crescent-shaped cap pre-
vents water getting in from
the side and shows when
the awning is closed

• Accurate automatic closing
of the front profile by
means of tilzing articula-
tion in arm

• Optimum fabric position
provided by the integrated
support profile

• Cloth abrasion protection
by slide film in the inside
ofthe awning box

• Anti-wear fabric protection
through sliding film in sup-
port section

• Standard with motor

Maximum size for 
Opal Design and 
Opal Design Lux
• 1200 cm width x projection

400 cm (2-piece awning)

Opal Design and
Opal Design Lux

• Two piece awning with slip
cover

Lighting for the 
Opal Design Lux
• Integral halogen lamps

with an integrated trans-
former

• Integrated electronic trans-
former set, output matched
to the number of lamps

• Individually adjustable
lamps

• Optional: remote control
operated light dimmer

Optional choices
• WeiTronic (applied for a

patend) look for the special
sheets

• Accessoires: the Tempura

Safety tested by TÜV:
650 cm width 
and 350 cm angled
projection



LuGaNo with
pagoda

LuGaNo

LuGaNo

Sunshade

LuGaNo

Version of shade

Size

Options

Assembly

Vat

Total

Technical details
• The ideal large sunshade

(26 m2) for the discerning
private user and for the
gastronomic profession

• 7 fresh Lugatec colours in
100% polyester

• A special coating makes it
water resistant

• Remains taut thanks to the
stretch material

• Completely tear resistant
• Easily removable membrane

Maximum size
• Round: 5.60 m Ø = 24 m2

• Rectangular: 5.10 m x 
5.10 m = 26 m2

Other sizes in round version
• 4.1 m; 4.6 m; 5.1 m; 5.6 m
Other sizes in rectangular
version
• 3.6 m; 4.1 m; 4.6 m; 5.1 m

Choose from the following
options 
• Optional: Materials from

the current weinor fabric
collection

• Unprinted, top-mounted,
rotating advertising sign
available

• The LuGaNo Pagode
ensures better ventilation

• PVC protective cover with
zip

• Motor drive using a cordless
screwdriver

• Various options for setting
up:
– Safety ground sleeve
– Stone stand
– Screw-in stand

• 120 cm diameter table plate



Paravento

Paravento

Paravento

Side curtain

Paravento

Height

Open
length

Assembly

Vat

Total

Advantages
• The Paravento provides

maximum side protection
• Protects from cold winds
• Prevents curious glances
• Can be used as a screen
• Can be printed and used

for advertising
• Opening and retracting

with just one hand is child’s
play 

• The fabric disappears into
the elegant casing (can be
removed easily in winter)

Maximum size
• 8 m2

Choice of seamless fabrics
• Uni-colour fabrics from the

Emozione collection (only
with casing height 127.5 cm/
cloth width 120 cm)

• Soltis 86 (only with casing
height 187.5 cm/cloth width
177 cm)

• 3 standard patterns (only
with casing height 187.5 cm/
cloth width 180 cm)

Choice of stitched fabrics
• Casing height:

127.5 cm; 
187.5 cm; 
250.0 cm

• With this version, any cloth
from the current weinor
collection can be used



Tempura Heating 
System

Tempura Heating SystemLight Bar Lux Design

Accessories

weinor Light Bar Lux and
Light Bar Lux Design

Technical details Light Bar
Lux/Design
• Lamp housing in same

colour as bar
• Fixings (screws and

rawlplugs) for wall fitting
• AC 230 volt/50 Hz; 

7 x max. 20 Watt
controlled with:

• In-built WeiTronic Combio-
868 HD, controls and adjusts
Light Bar Lux (optional)

• Fixing set for Light Bar Lux

weinor Tempura Heating
System

Technical details Tempura
• Swivelling housing 

(angle adjustment)
• Original Philips “Gold Tubes”

• Original Philips 
system for easy tube
replacement

• Special brackets for Opal
series

• Universal brackets

Technical
details
Tempura
Heating System
• 230 V; 50 Hz; 1500 W; IP 24

can be controlled with:
• WeiTronic Combio-868 HD

1.5 kW, controls and adjusts
Tempura Heating System
(optional)

Tempura

Light Bar
Lux 

Assembly

Vat

Total

Tempura Heating System
and Light Bar Lux/Lux Design

Accessories



WeiTronic RemotoWeiTronic AstroTec-868

WeiTronic Remoto

WeiTronic

Option 1

Option 2

Option 3

Assembly

Vat

Total

WeiTronic remote control
units
• WeiTronic Remoto 1

controls one receiver or one
group of receivers

• WeiTronic Remoto 1M
controls the above and
activates/deactivates
automatic operation of a
WeiTronic Lumero-868 or
WeiTronic Aero-868 from
manual to automatic mode

• WeiTronic Remoto 5
controls up to five receivers
or five groups of receivers

• WeiTronic Remoto 5M
controls the above and
activates/deactivates
automatic operation of a
WeiTronic Lumero-868 or
WeiTronic Aero-868 from
manual to automatic mode

WeiTronic wall control unit
• WeiTronic Unitec-868 

wall control unit for simple
wall mounting. Controls
one receiver or one group
of receivers

• WeiTronic AstroTec-868
remote control time switch
to control awnings and to

switch the heating system
Tempura on and off at 
pre-set times

WeiTronic remote control
receivers
• WeiTronic Combio-868 MA

controls conventional motors
• WeiTronic Combio-868 HD

1.5 kW controls and adjusts
the Tempura Heating System

• WeiTronic Combio-868 ST
remote control socket for
connection of various current
consumers up to a maximum
of 2000 W. Only for use in
dry rooms. 

• WeiTronic Combio-868 LD
controls and adjusts the
Light Bar Lux. Built into the
product

WeiTronic remote/wall control unit
WeiTronic remote control receiver

Ease of use



Option 1

Option 2

Option 3

Assembly

Vat

Total

WeiTronic RemotoWeiTronic Aero 868 solar

WeiTronic Aero 868 AC

WeiTronic Lumero-868

WeiTronic sensors
• WeiTronic Aero-868 AC 230

sun and wind sensor, 230 V
power, controlled by
WeiTronic Remoto 1M and
5M. Retracts the awning
automatically in windy con-
ditions and opens it in the
sun

• WeiTronic Aero-868 AC solar
sun and wind sensor, oper-
ated with a solar cell, acti-
vated and deactivated by
WeiTronic Remoto 1M and
5M. Retracts the awning
automatically in windy con-
ditions and opens it in the
sun.

• WeiTronic Lumero-868
sun sensor, operated with a
solar cell; controlled using
the WeiTronic Remoto 1M
or 5M. Opens the awning
automatically in the sun

WeiTronic

WeiTronic sensors

Ease of use


